SOLARON

CONNECT TO THE SUN

SOLARON:The name to be trusted

KEY FEATURES

MANAGEMENT SYSTEM

Tl n v ISO 9001 Quality management system
“ ) ISO 14001 Standard for environmental management system
INTERCERT

SAAR
WARRANTY

25 - year linear power output warranty,

OHSAS 18001 International standard for occupational health and safety assessment system

12 year material and workmanship warranty

100%

. SolarOn Linear power warranty | Industry warranty




SOLARON High Efficiency Monocrystalline Solar Modules
CONNECT TO THE SUN SLLN-72G1 Mono PERC-385/390/395/400/405

Electrical characteristics at STC Temperature&Maximum operation

Nominal Power (Pmax) (NMOT) 43°C + 2°C
Open Circuit Voltage (Voc) 49.06 49.34 49.55 49.62 49.80 Temperature coeff P -0.37% / °C
Short Circuit Current (Isc) 10.04 10.11 10.18 10.24 10.30 Temperature coeff V. -0.34% / °C
Voltage at Nominal Power (Vimp) 40.39 40.60 40.81 41.02 41.22 Temperature coeff Iy 0.06% / °C
Current at Nominal Power (Iimp) 9.58 9.62 9.75 9.84 9.93 Maximum System Voltage 1500V
Module Efficiency 19.41% 19.66% 19.91%  20.17% 20.4%  Maximum Series Fuse Rating 20A
Electrical characteristics at NMOT Maximum Snow Load 3600 Pa
Nominal Power (Pmax) 286 291 298 305 312 Maximum Wind Load 2400 Pa
Open Circuit Voltage (Voc) 46.12 46.34 46.51 46.70 46.91 Maximum operating -40°C +80°C
Short Circuit Current (Isc) 8.13 8.20 8.27 8.35 8.42 temperature
Voltage at Nominal Power (Vimp) 37.30 37.50 37.70 37.90 38.10
Current at Nominal Power (Imp) 7.60 7.62 7.75 7.84 7.93
*All electrical characteristics at STC ( 1000W/m2, (25+£2)°C, AM 1.5 according to IEC 60904-3),
*NMOT: Irradiance at 800W/m2, Ambient Temperature 20°C, Wind Speed 1m/s
*Specifications are subject to change without notice
*Power production tolerance: -0%;+3% , Voc production tolerance +3%, Isc production tolerance +3%
Solar cells Monocrystalline PERC 5BB 158.75x158.75 mm
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Frame Anodized Aluminum — U :I
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Cables 4.0mm? (12AWG). 1200mm length (customer
demand)
Connector 1P67 QC4
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Packaging Information
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